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Clean Air Solutions  

for Condominiums 

The EPA states: On average we spend approximately 90 percent of our 

time indoors, where the concentrations of some pollutants are often 2 to 

5 times higher than typical outdoor concentrations.  

INDOOR AIR QUALITY FACT 

THE REASON 

Indoor concentrations of some pollutants have increased in recent decades due to such                  
factors as energy-efficient building construction (when it lacks sufficient mechanical                        
ventilation to ensure adequate air exchange) and increased use of synthetic building                           
materials, furnishings, personal care products, pesticides, and household cleaners. 



SICK BUILDING SYNDROME 

THE FACTS 
COUGHING, SNEEZING & EVEN TALKING CAN 

SPREAD GERMS UP TO 160 FT. 

&  

AS HIGH AS 10 STORIES  

THROUGH THE HVAC / AC  SYSTEMS  

IN CONDOMINIUM BUILDINGS 

HOW FAR DO AIRBORNE PATHOGENS TRAVEL 

  Large Particulate Droplet Nuclei 

  "up to" "up to" 

SNEEZING 15 ft. 160 ft. 

COUGHING 5 ft. 160 ft. 

TALKING 3 ft. 160 ft. 

Sick Building Syndrome (SBS) describes a range of symptoms thought to be linked 

to spending time in a certain building, most often a condominium building or workplace, 

but no specific cause can be found. Symptoms of sick building syndrome get worse the  

longer you're in a particular building and get better after you leave. The symptoms vary 

from just having minor discomfort to long term illnesses and in some cases even life        

threatening conditions.  

SYMPTOMS: Headache, Fatigue, Congestion, Runny Nose, Coughing,          

Sneezing, Nausea, Irritated Eyes,  Itchy Skin, Trouble Breathing, Trouble                 

Focusing. 

CAUSE:  Buildings often reduce the inflow    

of fresh indoor air which can lead to a high   

concentrations of harmful airborne               

pollutants such as: 

• Dust, pollen, and chemicals which can trigger       

allergies, cause headaches and more. 

• Viruses, Mold, Germs and Bacteria that can make 

occupants sick (ie. flu) and spread from person to 

person throughout a building. 



THE SOLUTION…. 

WHY CHOOSE ADVANCED AIR? 
• Advanced Air In Duct Environmental Systems are a perfect 

solution for residential applications of any size.   

• Advanced Air In Duct Environmental Systems (IDES) are easily 

installed into the buildings  existing HVAC system.   

• The IDES does not create noise and is out of sight; which 

makes it perfect for residential applications. 

• Advanced Air IDES’s service much larger areas than any portable air purifier is capable of handling; which results in top 

quality results at a fraction of the cost. 

• With 4 different sizes, engineered and designed to fit HVAC systems as small as 1 ton and as large as 30 tons;  Advanced Air 

IDES’s are capable of servicing areas between 500ft2 and 13,000ft2 with a single unit. 

BENEFITS 
• Our exclusive Advanced Air Technology™ destroys over 99% of airborne contaminants. 

• In the air, our Advanced Air Technology™ uses a nature-based process to safely remove allergy and asthma triggering con-

taminants by killing pathogens such as viruses, germs, bacteria, mold and decomposing harmful VOC’s, chemicals and gas-

es; as well as significantly reducing allergens, odors and smoke.   Creating a cleaner and safer indoor environment.  

• Greatly reduces allergens, odors, viruses, germs, bacteria, mold, VOC’s, harmful chemicals and gases.  

™ 



HOW IT WORKS 

1. Production: The Advanced Air IDES - 6500 shown here, 

can be installed either before or after the existing HVAC systems 

blower; or at any point along the supply air duct system. Using 

Advanced Air Technology™, advanced purifying super oxidizers 

are created.  

2. Distribution: Using the existing HVAC 

systems airflow, super oxidizers created by the 

Advanced Air system are delivered via the   

supply air ducts to every room in the home, 

office or building which the HVAC system     

supplies.  

3. Results: Advanced-purifying super-

oxidizers are released into the air via the       

existing HVAC systems supply air ducts and 

vents. These super oxidizers seek and destroy 

harmful indoor air pollutants including viruses, 

germs, bacteria, VOC’s, chemicals, gases,        

allergens, odors, and many more pollutants.  

• Our exclusive Advanced Air Technology™ uses a unique wide-wavelength photon of high 

intensity UVC light, and a catalytic process to produce advanced purifying super oxidizers 

which are effective and safe.  These highly reactive oxidizing molecules are propelled by 

the existing HVAC system and distributed throughout the building where they seek and kill 

pathogens as well as decompose harmful pollutants both in the air and on surfaces. 

• These advanced purifying super oxidizers seek and kill bioaerosols such as viruses, mold,           

bacteria, and allergens found in the air and on surfaces by disrupting the organisms         

surface proteins and penetrating the cell walls; rendering the organism inactive (unable to 

replicate itself / dead). 

• The advanced purifying super oxidizers created by our Advanced Air Technology™                      

seek and  attach to airborne VOC’s, chemical and gaseous pollutants, breaking apart           

their chemical bonds and turning them into harmless substances such as water                                   

and carbon dioxide molecules.  



Corporate Office:  Phoenix, AZ  USA      |     Phone: 602-975-8396    

Email: info@advancedairgroup.com     |     Website:  www.advancedairgroup.com 

ADVANCED AIR TECHNOLOGY™ 

Cross Section: 

Air Flow 

SPECIFICATIONS 
 IDES - 3000 IDES - 6500 IDES - 10K IDES - 13K 

Coverage Area Up to  3000 ft2   3000 ft2 to 6500 ft2 6500 ft2 to 10,500 ft2 10,500 ft2 to 13,500 ft2 

HVAC Size 2 to 7 Ton 8 to 15 Ton 15 to 22 Ton 23 to 30 Ton 

Technology ADVANCED AIR™ ADVANCED AIR™ ADVANCED AIR™ ADVANCED AIR™ 

Mechanical Distribution via air handler Distribution via air handler Distribution via air handler Distribution via air handler 

Weight (lbs. / kg) 4.0 lbs. / 1.8 kg 4.2 lbs. / 1.9 kg 4.4 lbs. / 2.0 kg 5.0  lbs. / 2.2 kg 

UVC Lamp 254nm / Life: 12,000 hrs. 254nm / Life: 12,000 hrs. 254nm / Life: 12,000 hrs. 254nm / Life: 12,000 hrs. 

Warranty 3 Year Warranty 3 Year Warranty 3 Year Warranty 3 Year Warranty 
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*Scientific studies shown in this document demonstrated that Advanced Air Technology™ substantially reduced the tested airborne microbial populations. The study’s results are being provided solely for informational purposes. The 

study’s results have not been reviewed by the FDA, EPA or any other governmental agency. Our products are not medical devices and are not intended to diagnose, treat, or cure any disease. We make no claims and no claims should 

be inferred as to the efficacy of our products to sanitize, disinfect or kill germs or other antimicrobials.  


