7,

&
/‘/A 22 &
PDT-3D #;
ity
Installation Manual
Power Distribution Terminal: Only for use with Advanced Air BiPolar lonizers
Max Voltage: 600V | Max Current: 32A

IMPORTANT: READ THIS MANUAL CAREFULLY FOR PROPER INSTALLATION & USE
WARNING: THIS PRODUCT IS NOT A TRANSFORMER. THIS PRODUCT DOES NOT
CHANGE THE INPUT VOLTAGE. POWER OUTPUT IS EQUAL TO POWER INPUT.

DISCLAIMER

Manufacturer is not responsible for any issues, injuries or damages caused as result of:

® Misuse or improper application of the product or use with any product other than
Advanced Air BiPolar lonizers.

® Placement of the product in a location or in a manner which is not contained in this
manual.

® Improper installation or products installed in a manner which does not follow the
installation instructions contained in this manual.

® Any installation not done by a licenced Mechanical, HVAC, Electrical contractor.
Use of replacement parts not manufactured or supplied by Advanced Air.

LIMITED 1 YEAR WARRANTY

For warranty service, please contact your Independent HVAC or Electrical Contractor for
the address of the nearest service center or email:
customercare@airmadebetter.com

WHAT IS COVERED BY THIS WARRANTY

Advanced Air hereby warrants to the consumer that the product purchased under this
warranty be free from defects in material

and workmanship under normal use when installed, operated and maintained in accord-
ance with the manufacturer’s instructions.

In the event of a product defect, failure or malfunction, Advanced Air will, for a period of
one (1) year from the date of purchase, repair or replace at its discretion the defective,
failed or malfunctioning product purchased under this Warranty.

WHAT IS NOT COVERED BY THIS WARRANTY

Ordinary wear and tear shall not be considered a defect in workmanship or material.
These warranties do not apply for loss or damage caused by accident, shipping, fire,
abuse, misuse, improper installation, leaking, modification, misapplication, or by any
repairs other than those provided by our authorized Service Center. Installation and/or
removal labor costs or charges and shipping charges are not covered under this
warranty. This warranty is non-transferable.

AdvanCEd/lu Email: customercare@airmadebetter.com

Air Made Better. www.AirMadeBetter.com

CAUTION: RISK OF ELECTRIC SHOCK! Disconnect power at breaker or fuse panel
before installing this device or performing any service/replacement of parts. Also,
disconnect power to the unit before performing any service, maintenance or parts

replacement on products connected to this device.

*Always follow OHSA electrical lockout safety requirements to prevent accidental expo-
sure to electrical energy during installation or service/repair.

WARNING: Do not connect to power source before installation is complete.

1. Mount the PDT-3D in an enclosed and dry location using small screws (not
provided) or double sided tape (not provided).

2. Choose either Blue or Orange as your input Hot/Live and Negative color.
This device is universal, the input polarity will be output through the same
color. DO NOT mix polarity. See Figure 1.

3. Connect the desired BiPolar lonizers (up to 3 per PDT-3D module) by lifting
the blue or orange tab and inserting the Red Hot/Live Wires from each ioniz-
er into the same color coded terminals and snap the tab shut. Repeat this
for the Black Negative wire from each BiPolar ionizer.

4. Connect the Hot/Live input wire to the same color input terminal as was
used for the Hot/Live output terminals to the ionizers. Connect the Negative
input wire to the same color input terminal which was used for the negative
output terminals to the ionizers. See Figure 2.

5. Connect the input wires to the power source and turn power supply on.
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Power Output
Connect up to 3 BiPolar lonizers

to lonizer per PDT-3D terminal

Up to 9 BiPolar lonizers can be connected to one power source for installa-
tions in HVAC systems up to 90 tons. Connect up to (3) PDT-3D devices to (1)
PDT-3D which is connected to the power supply. Then connect up to

3 Bipolar lonizers to each of the (3) PDT-3D devices as shown in figure 2.

Specs: Maximum Voltage: 600V RoHS Made in
Maximum Current: 32A compliant China




